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All of the functions that you and your managers might require 
can be found by accessing the holder setup screen.  

(F4 from the introduction screen) 
 

          

Pet Tag Holder

 

 

ADMINISTRATIVE FUNCTIONS 
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Setting the time is 
not needed; it will 
not affect your 
tags. However, 
should you wish, 
press F1, and 
then enter the 
correct local time. 

The iMARC 
contains an 
internal clock 
that will keep 
time even if it 
is unplugged. 

All tests are done 
during assembly. 
However, we’ve 
provided access 
just in case. Press 
F3 to run tests. 

Utilize the tag 
count screen to 
monitor your tag 
sales and track 
inventory.  
 

ADMINISTRATIVE FUNCTIONS 
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 Example:  To get the letter è, you would need to have the caps 

    lock key off, hold the alt key and press E. 
    To get the letter Ñ, you would need to have the caps 
    lock key on, hold the ctrl key and press N. 
    To get the letter Æ, you would need to have the caps 
    lock key on, hold the ctrl key and press 4. 

 
 
 
 
 
 
 

INTERNATIONAL CHARACTERS 
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 Example:  To get the letter è, you would need to have the caps 

    lock key off, hold the alt key and press E. 
    To get the letter Ñ, you would need to have the caps 
    lock key on, hold the ctrl key and press N. 
    To get the letter Æ, you would need to have the caps 
    lock key on, hold the ctrl key and press 4. 

INTERNATIONAL CHARACTERS 
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Instructions: To use the various clipart available in your iMARC, 
select the image you want, proceed through the tag selection 
screens as normal. In the CHOOSE FONT screen, press #8 then 
simply type the corresponding number or letter of your image in 
the TEXT ENTRY screen. Then press F2 and proceed as normal. 

CLIPART 
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CLIPART 
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Adjusting the LCD contrast. 
 

 

Resetting the tag holders 
Use this procedure if a large or small shape is missing on the iMARC 

screen when trying to engrave a tag. 
 

Pet Tag Holder

 

From the INTRODUCTION SCREEN, press F4 to go to the HOLDER 
SETUP screen. Then press F1 to go to the time edit screen. While in 
the TIME EDIT screen, press F4 to reset the machine. The time will 
change to zero. Reset the time and date as needed and press ENTER.  

Press F4 again to set up your holders. (See page 4.) 
 

TROUBLE SHOOTING 

With your iMARC on, locate 
the LCD contrast wheel near 
the lower left front side of the 
machine. Using the tip of a 
pen (Do NOT use a paper 
clip!) apply light pressure to 
adjust the LCD contrast wheel 
inside the iMARC. Turn it left 
or right until the contrast is 
the way you like it. 



 

 

Technical Support 602-439-0700
Sales 602-439-8818 

17621 N. Black Canyon Highway 
Phoenix, Arizona 85023 




